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・・・・ Always Quick Start-up Operation From Low Level
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1. Part No. : 25CMO(3.3V)-16M

2. Nominal frequency : 16.0000MHz

3. Frequency stability : ±2% over all conditions

4. Operating Conditions

Operating temperature : -20℃ to +70℃

Operable temperature: -55℃ to +125℃

Storage temperature : -40℃ to +85℃

Input voltage (VDD) : +3.3V DC ±2%

5. Input current : 3.0 mA max. 

6. Output 

Symmetry : 45% to 55% at 1/2 VDD level

Rise and fall times : 5 ns max. (10%VDD to 90%VDD level)

"0" level : 10%VDD max.(VoL)

"1" level : 90%VDD min.(VoH)

Output load : CMOS 15pF max.

7. Tri-state control voltage            : VDDx0.9 min.(ViH)

: VDDx0.1 max.(ViL)

8. Start-up time : 1 ms max.

New

OSCILLATOR SPECIFICATIONS

9. Stand-by current : 1 μA max. (Pin#1=ViL)

10. Shock resistance : 20000GS

11. Disable phase delay time : 50 μs max.

12. Enable phase delay time : 1 ms max.

13. Reflow soldering condition : +250℃ ±10℃ for 10 seconds (reflow soldering)

+170℃ ±10℃ for 1 to 2 minutes (preheating)

14. Outline dimensions : See below
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