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Polarity

Distortion

Load Test

Abnormal Sound Test

Frequency Range

(S.P.L.)

Output Sound Pressure Lever

Lowest Resonant Frequency

Power Rating

Nominal Impedance

Magnet

Dimension

MODEL:

Height                                     .

28CS08FL

Outer Diameter                 mm.

Normal                            W.

        ±                                           %                       Hz.

Materials                                 .  

8

                ~                         Hz.            Average   S P L   -  10   db.

         %       Maximum   At                          Hz.                       W.

±                        db     /     1.0  Watt      0.5    Meter.．

Average   at                                                                               Hz.

Diaphragm shall move Forward when Apply a Positive DC.

Current to the "+" or "Marked" Terminal.

Must Be Normal Tested By                   Volts.              Sine Wave.

White Noise With Weighted Filter             Volts.(RMS)            Hrs.

Baffle Opening                 mm.

Weight                         Grams.

Size                                  mm.

Maximum                         W.

5 1000 1.0

28 27

Refer to Drawing 4.2

Rare earth

1.0 1.5

20   

3

800,      1000,     1200,     1500

6500

2.83

2.83 96

620

85

400

±                   %             At                               Hz.Ω 100015

Housing Material : METALUnit : mm
F:\\SPEC\THIN\28cfn\28CS08FL-50ND.DWG   I10

E-MAIL:vansonic@ms4.hinet.net

9.5X1.5

                 -50ND(Black   Mylar) -50NT(Clear Mylar)






