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Aluminum Electrolytic Type / Surface Mount Type RoHS compliance
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3 E 3 W Specifications
rgTH ltems Condition Specifications
E Rated voltage V) - 6.3 10 16 25 35 50
é: Surge voltage V) Room temperature 8.0 13 20 32 44 63
Category temperature range (T) = —40 to +85
Capacitance tolerance (%) 120Hz/20C M : £20
CE_EBEZ Dissipation Factor(tan &) tané (max.) 120Hz/20C 0.26 0.22 0.20 0.20 0.20 0.18
CE-BS Leakage current(LC) uA/after Tminutes (max.), 20T 0.03CV + 6
CE-LD Impedance ratio at Based on the value at| ~25C | Z/Zz00 4 3 2 2 2
CE-FSS low temperature 120Hz, +20C |40 |7/Z200 3 6 P 4
CE-FS 500hoursx4(alternately) AC/C Within £25% of the initial value
CE-FS(Hie'::VI:'i&:: Endurance BS@?}{?}(’?}';afgfgﬂiEd tand Less than 200% of the és?eciﬁed value
ripple current) LC Less than the specified value
CE-AX
CE-KX
CE-ZX
. CEC B Marking, Dimensions
CELX 0.3max. _, w
CE-GA Lot No.
CELS Ratod Gasacitance o) U le) 4 54 4.3 4.3 5.0 05100.8 1.0
CELH Serios Symbol 9 - ~ —glo 5 54 | 53 | 53 | B0 |05108] 1.4
CE-LH Hiehvotiee) Rated Voltage(6.3V—6) o N o 6.3 54 6.6 6.6 7.3 05t08| 22
CE-LL L
CE-LF 3
CEPC (P)reference size
CE-PH
$ M Size, Rated Ripple Current
CE_TP: uF v SKE] 10 16 25 35 50
e e e e e S
22 l l l l 4 1 84| 5 | 15
23 ! ! ! 4 110 5 1 7 5 1 18
4.7 1 1 4 } 12 ) } 19 B } 20 63 | 23
10 4 17 5 | 25 63 | o8 63 ' 30 63 ' 23
22 5 L3l 63 | 35 63 | 39 63 | 41 : |
33 63 | 39 63 | 43 63 | 57 ! ! !
47 63 | 47 : 1 1 | |
100 63 ' 50 L C
Please refer to page 14 for L ‘
ripple current frequency coefficients. Case size:¢D(mm) Rated ripple current

mArms(120Hz, 85TC)
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Rated capacitance
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