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TFT-DISPLAYS / Q-SERIES

ADVANTAGES OF Q-SERIES
» Unified standard MCU interface

» Implemented display controller SSD1963

» Optional 8 bit / 16 bit control

» Integrated LED backlight driver

» Optional with resistive or capacitive touch panel

3.5“ RFC350Q-EIW-DBN 320×240 420 50 k • -20…+70

3.5“ RFC350Q-EIW-DBS 320×240 300 50 k • -20…+70 •

3.5“ RFC350Q-EIW-DBC 320×240 340 50 k • -20…+70 •

4.3“ RFC430Q-EIW-DBN 480×272 500 50 k • -20…+70

4.3“ RFC430Q-EIW-DBS 480×272 300 50 k • -20…+70 •

4.3“ RFC430Q-EIW-DBC 480×272 340 50 k • -20…+70 •

5.0“ RFC50YQ-1IW-DBN 800×480 450 20 k • -20…+70

5.0“ RFC50YQ-1IW-DBS 800×480 300 20 k • -20…+70 •

5.7“ RFC570Q-EIW-DBN 320×240 500 50 k • -20…+70

5.7“ RFC570Q-EIW-DBS 320×240 350 50 k • -20…+70 •

5.7“ RFC570Q-EIW-DBG 320×240 400 50 k • -20…+70 •

7.0“ RFC700Q-1IW-DBN 800×480 450 50 k • -20…+70

7.0“ RFC700Q-1IW-DBS 800×480 300 50 k • -20…+70 •

7.0“ RFC700Q-1IW-DBG 800×480 380 50 k • -20…+70 •

8.0“ RFC800Q-1IW-DBN 800×480 450 20 k • -20…+70

8.0“ RFC800Q-1IW-DBS 800×480 320 20 k • -20…+70 •

8.0“ RFC800Q-1IW-DBC 800×480 360 20 k • -20…+70 •

10.2“ RFC1020Q-1IW-DBN 800×480 350 20 k • -20…+70

10.2“ RFC1020Q-1IW-DBS 800×480 250 20 k • -20…+70 •

10.2“ RFC1020Q-1IW-DBG 800×480 280 20 k • -20…+70 •
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  The Q-series of RAYSTAR Optronics has a uniform 

36-pin standard MCU interface. All modules have a back board 

with integrated controller SSD1963, which can be driven by 

8 or 16 bit. Due to the unified interface it is not neccesary to 

change the board layout if there is a display resizing within the 

Q-series.

Q-SERIES


